
Manufacture Name: Film Gear Int. Ltd

Manufacture ID: 0x4142

Product Name: Helios V2 CCT 1100

Model ID: 0x0412

Version: V2.01 or above

DMX Mode: Mode 1 : 8-bit functional setting of CCT
Mode 2 : 16-bit functional setting of CCT
Mode 3 : 8 bit resolution of Effects per function
Mode 4 : 16 bit resolution of Effects per function
Mode 5 : 8-bit functional setting of Wall Control
Mode 6 : 8-bit functional setting of Ind. Lamphead Control
Mode 7 : Professional 8-bit functional setting of Ind. Lamphead Control
Mode 8 : Professional 16 bit resolution of Ind. Lamphead Control
Mode 9 : Professional 8-bit functional setting of Ultimate Control
Mode 10 : Professional 16-bit functional setting of Ultimate Control



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 1 : 8-bit functional setting of CCT

DMX Channel Value Percent Function
Master Intensity

0 – 255 0 – 100 0 % (closed) → 100% (open)

2 0 – 255 0 – 100
Color Temp.
(2700K~6000K)

3 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

4~6 Reserved for future use

1



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 2 : 16-bit functional setting of CCT

DMX Channel Value Percent Function
1 (Hi) Master Intensity
2 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

3 (Hi) Color Temp.
4 (Lo) 0 –65535 0 –65535  (2700K~6000K)

5 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

6~8 Reserved for future use



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 3 : 8 bit resolution of Effects per function

DMX Channel Value Percent Function
Master Intensity

0 – 255 0 – 100 0 % (closed) → 100% (open)

2 Effect Selection
0 – 9 0 – 4 No Effect

10 – 19 5 – 7 Campfire
20 – 29 8 – 11 CCT Loop
30 – 39 12 – 15 Explosion
40 – 49 16 – 19 Faulty Bulb
50 – 59 20 – 23 Lightning
60 – 69 24 – 27 Paparazzi
70 – 79 28 – 31 Pulsing
80 – 89 32 – 35 Strobe
90 – 99 36 – 39 Tunnel

100 – 109 40 – 43 TV
110 – 119 44 – 47 Welding
120 – 129 48 – 51 Rotate
130 – 255 52 – 100 Reserved for future use

1



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 3 : 8 bit resolution of Effects per function

DMX Channel Value Percent Function
3 0 – 255 0 – 100 Effect Parameter 1 (Like: LIGHTNING, Frequency)

4 0 – 255 0 – 100 Effect Parameter 2 (Like: LIGHTNING, Density)

5 0 – 255 0 – 100 Effect Parameter 3

6 0 – 255 0 – 100 Effect Parameter 4

7 0 – 255 0 – 100 Effect Parameter 5

8 0 – 255 0 – 100 Effect Parameter 6

9 0 – 255 0 – 100 Effect Parameter 7

10 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

11~13 Reserved for future use



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 3 : 8 bit resolution of Effects per function

DMX Channel Value Percent Function
Campfire (CH2: 10 – 19)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Speed
2 4 Color Temperature

0 – 84 0 – 33 Warm
85 – 170 34 – 66 Neutral

171 – 255 67 – 100 Cold

CCT Loop (Ch2: 20 - 29)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Speed
2 4 0 – 255 0 – 100 CCT High
3 5 0 – 255 0 – 100 CCT Low
4 6 255 100 Sync

Explosion (Ch2: 30 - 39)
E. Para DMX Channel Value 8 bit Percent Function

0 - 127 0 - 49 Auto Explosion Speed (Slow ->Fast)
128 - 249 50 - 97 Idle (Manual Operation wait for signal)
250- 255 98 – 100 Manual Trigger

2 4 0 – 255 0 – 100 Decay

Faulty Bulb (CH2: 40 - 49)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Speed
2 4 0 – 255 0 – 100 Color Temp.

(2700K~6000K)

Lightning (CH2: 50 - 59)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Frequency
2 4 0 – 255 0 – 100 Density

1 3



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 3 : 8 bit resolution of Effects per function

DMX Channel Value Percent Function
Paparazzi (CH2: 60 - 69)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Frequency
Bulb Type

0 – 127 0 – 50 Flash Type
128 – 255 51 – 100 Modem Type

3 5 0 – 255 0 – 100 Color Temp.
(2700K~6000K)

Pulsing (CH2: 70 - 79)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Frequency
2 4 0 – 255 0 – 100 Span
3 5 0 – 255 0 – 100 Color Temp.

(2700K~6000K)
4 6 255 100 Sync

Strobe (CH2: 80 - 89)
E. Para DMX Channel Value 8 bit Percent Function

 Strobe ON (Strobe Frequency )
0 - 26 0 - 10 No Effect (Always On, No strobe)

(If set in this region, Duration settings will not be
considered because they are always on)

27 - 255 11 - 100 5 Sec  - 50 ms
0 - 255 0 - 100 Light On Time while Strobing (Duration Time)

50ms  - 5 Sec
3 5 0 – 255 0 – 100 Color Temp.

(2700K~6000K)
4 6 0 – 255 0 – 100 Int. (Low)
5 7 255 100 Sync

Tunnel (CH2: 90 - 99)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Speed
2 4 0 – 255 0 – 100 Color Temp.

(2700K~6000K)

4

1

2

2

3

4



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 3 : 8 bit resolution of Effects per function

DMX Channel Value Percent Function
TV (CH2: 100 - 109)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Speed
2 4 Color Temperature

0 – 84 0 – 33 Warm
85 – 170 34 – 66 Neutral

171 – 255 67 – 100 Cold

Welding (CH2: 110 - 119)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Speed
2 4 0 – 255 0 – 100 Int. (Low)
3 5 0 – 255 0 – 100 Color Temp.

(2700K~6000K)

Rotate (CH2: 120 - 129)
E. Para DMX Channel Value 8 bit Percent Function

1 3 0 – 255 0 – 100 Speed
2 4 0 – 255 0 – 100 Color Temp.

(2700K~6000K)
Direction

0 – 127 0 – 50 Clockwise
128 – 255 51 – 100 Anti-Clockwise

4 6 255 100 Sync

3 5



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 4 : 16 bit resolution of Effects per function

DMX Channel Value Percent Function
1 (Hi) Master Intensity
2 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

3 Effect Selection
0 – 9 0 – 4 No Effect

10 – 19 5 – 7 Campfire
20 – 29 8 – 11 CCT Loop
30 – 39 12 – 15 Explosion
40 – 49 16 – 19 Faulty Bulb
50 – 59 20 – 23 Lightning
60 – 69 24 – 27 Paparazzi
70 – 79 28 – 31 Pulsing
80 – 89 32 – 35 Strobe
90 – 99 36 – 39 Tunnel

100 – 109 40 – 43 TV
110 – 119 44 – 47 Welding
120 – 129 48 – 51 Rotate
130 – 255 52 – 100 Reserved for future use

4 Reserved for future use



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 4 : 16 bit resolution of Effects per function

DMX Channel Value Percent Function
5 (Hi) Effect Parameter #1
6 (Lo) 0 – 65535 0 – 100 Para#1 (Like LIGHTING, Frequency)

7 (Hi) Effect Parameter #2
8 (Lo) 0 – 65535 0 – 100 Para #2 (Like LIGHTING, Density)

9 (Hi) Effect Parameter #3
10 (Lo) 0 – 65535 0 – 100 Para #3

11 (Hi) Effect Parameter #4
12 (Lo) 0 – 65535 0 – 100 Para #4

13 (Hi) Effect Parameter #5
14 (Lo) 0 – 65535 0 – 100 Para #5

15 (Hi) Effect Parameter #6
16 (Lo) 0 – 65535 0 – 100 Para #6

17 (Hi) Effect Parameter #7
18 (Lo) 0 – 65535 0 – 100 Para #7

19 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

20~22 Reserved for future use



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 4 : 16 bit resolution of Effects per function

DMX Channel Value Percent Function
Campfire (CH3: 10 – 19)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Speed
6 (Lo)

2 7 (Hi) Color Temperature
8 (Lo) 0 – 21804 0 – 33 Warm

21805 – 43520 34 – 66 Neutral
43521 – 65535 67 – 100 Cold

CCT Loop (Ch3: 20 - 29)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Speed
6 (Lo)

2 7 (Hi) 0 – 65535 0 – 100 CCT High
8 (Lo)

3 9 (Hi) 0 – 65535 0 – 100 CCT Low
10 (Lo)

4 11 (Hi) 65535 100 Sync
12 (Lo)

Explosion (Ch3: 30 - 39)
E. Para DMX Channel Value 8 bit Percent Function

5 (Hi) 0 - 32767 0 - 49 Auto Explosion Speed (Slow ->Fast)
6 (Lo) 32768 - 64224 50 - 97 Idle (Manual Operation wait for signal)

64225- 65535 98 – 100 Manual Trigger
2 7 (Hi) 0 – 65535 0 – 100 Decay

8 (Lo)

Faulty Bulb (CH3: 40 - 49)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Speed
6 (Lo)

2 7 (Hi) 0 – 65535 0 – 100 Color Temp.
8 (Lo) (2700K~6000K)

1



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 4 : 16 bit resolution of Effects per function

DMX Channel Value Percent Function
Lightning (CH3: 50 - 59)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Frequency
6 (Lo)

2 7 (Hi) 0 – 65535 0 – 100 Density
8 (Lo)

Paparazzi (CH2: 60 - 69)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Frequency
6 (Lo)

Bulb Type
7 (Hi) 0 – 32767 0 – 50 Flash Type
8 (Lo) 32768 – 65535 51 – 100 Modem Type

3 9 (Hi) 0 – 65535 0 – 100
10 (Lo)

Pulsing (CH2: 70 - 79)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Frequency
6 (Lo)

2 7 (Hi) 0 – 65535 0 – 100 Span
8 (Lo)

3 9 (Hi) 0 – 65535 0 – 100
10 (Lo)

4 11 (Hi) 65535 100 Sync
12 (Lo)

2

Color Temp.
(2700K~6000K)

Color Temp.
(2700K~6000K)



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 4 : 16 bit resolution of Effects per function

DMX Channel Value Percent Function
Strobe (CH2: 80 - 89)
E. Para DMX Channel Value 8 bit Percent Function

1 Strobe ON (Strobe Frequency )
5 (Hi) 10 - 6553 0 - 10 No Effect (Always On, No strobe)

(If set in this region, Duration settings will not be
considered because they are always on)

6 (Lo) 6554 - 65535 11 - 100 5 Sec  - 50 ms
2 7 (Hi) Light On Time while Strobing (Duration Time)

8 (Lo) 50ms  - 5 Sec
3 9 (Hi) 0 – 65535 0 – 100

10 (Lo)
4 11 (Hi) 0 – 65535 0 – 100 Intensity: Lower Limit

12 (Lo) (0% - 100%)
5 13 (Hi) 65535 100

14 (Lo)

Tunnel (CH2: 90 - 99)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Speed
6 (Lo)

2 7 (Hi) 0 – 65535 0 – 100 Color Temp.
8 (Lo) (2700K~6000K)

TV (CH2: 100 - 109)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Speed
6 (Lo)

2 7 (Hi) Color Temperature
8 (Lo) 0 – 21804 0 – 33 Warm

21805 – 43520 34 – 66 Neutral
43521 – 65535 67 – 100 Cold

Sync

Color Temp.
(2700K~6000K)

0 – 65535 0 – 100



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 4 : 16 bit resolution of Effects per function

DMX Channel Value Percent Function
Welding (CH2: 110 - 119)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Speed
6 (Lo)

2 7 (Hi) 0 – 65535 0 – 100 Intensity: Lower Limit
8 (Lo) (0% - 100%)

3 9 (Hi) 0 – 65535 0 – 100
10 (Lo)

Rotate (CH2: 120 - 129)
E. Para DMX Channel Value 8 bit Percent Function

1 5 (Hi) 0 – 65535 0 – 100 Speed
6 (Lo)

2 7 (Hi) 0 – 65535 0 – 100 Color Temp.
8 (Lo) (2700K~6000K)

9 (Hi) 0 - 32767 0 – 50 From Right to Left
10 (Lo) 32768 - 65535 51 – 100 From Left to Right

4 11 (Hi) 65535 100 Sync
12 (Lo)

3                                                 Direction

Color Temp.
(2700K~6000K)



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 5 : 8-bit functional setting of Wall Control

DMX Channel Value Percent Function
Max. Intensity

0 – 255 0 – 100 0 % (closed) → 100% (open)

2 0 – 255 0 – 100
Color Temp.
(2700K~6000K)

Strobe Frequency
(Light Off Time while activated Strobe)

0 - 26 0 - 10 No Effect (Always On, No strobe)
(If set in this region, Duration and Pause will not be
considered because they are always on)

27 - 255 11 - 255 50ms  - 5 Sec

Duration Time (Light On Time while Strobing)
50ms  - 5 Sec

Pause
0 - 26 0 - 10 0, No Pause

27 - 255 11 - 100 50ms  - 5 Sec

Light Source Strobe Type
0 – 127 0 – 50 LED Type

128 – 255 51 – 100 Traditional lamp type

7 255 100 Sync (Bump to 100% to restart the loop)

8 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

9 ~ 11 Reserved for future use

0 - 100

5

6

1

3

4
0 - 255



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 6 : 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
Max. Intensity  for Lamphead 1

0 – 255 0 – 100 0 % (closed) → 100% (open)

2 0 – 255 0 – 100
Color Temp. for Lamphead 1
(2700K~6000K)

Lamphead #1 Strobe Frequency
(Light Off Time while activated Strobe)

0 - 26 0 - 10 No Effect (Always On, No strobe)
(If set in this region, Duration and Pause will not be
considered because they are always on)

27 - 255 11 - 255 50ms  - 5 Sec

LH. #1: Duration Time (Light On Time while
50ms  - 5 Sec

LH. #1: Pause
0 - 26 0 - 10 0, No Pause

27 - 255 11 - 100 50ms  - 5 Sec

1

3

4
0 - 255 0 - 100

5



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 6 : 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
Max. Intensity  for Lamphead 2

0 – 255 0 – 100 0 % (closed) → 100% (open)

7 0 – 255 0 – 100
Color Temp. for Lamphead 2
(2700K~6000K)

Lamphead #2 Strobe Frequency
(Light Off Time while activated Strobe)

0 - 26 0 - 10 No Effect (Always On, No strobe)
(If set in this region, Duration and Pause will not be
considered because they are always on)

27 - 255 11 - 255 50ms  - 5 Sec

LH. #2: Duration Time (Light On Time while
50ms  - 5 Sec

LH. #2: Pause
0 - 26 0 - 10 0, No Pause

27 - 255 11 - 100 50ms  - 5 Sec

8

9
0 - 255 0 - 100

6

10



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 6 : 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
Max. Intensity  for Lamphead 3

0 – 255 0 – 100 0 % (closed) → 100% (open)

12 0 – 255 0 – 100
Color Temp. for Lamphead 3
(2700K~6000K)

Lamphead #3 Strobe Frequency
(Light Off Time while activated Strobe)

0 - 26 0 - 10 No Effect (Always On, No strobe)
(If set in this region, Duration and Pause will not be
considered because they are always on)

27 - 255 11 - 255 50ms  - 5 Sec

LH. #3: Duration Time (Light On Time while
50ms  - 5 Sec

LH. #3: Pause
0 - 26 0 - 10 0, No Pause

27 - 255 11 - 100 50ms  - 5 Sec

0 - 255 0 - 100

11

13

14

15



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 6 : 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
Max. Intensity  for Lamphead 4

0 – 255 0 – 100 0 % (closed) → 100% (open)

17 0 – 255 0 – 100
Color Temp. for Lamphead 4
(2700K~6000K)

LH. #4:  Strobe Frequency
(Light Off Time while activated Strobe)

0 - 26 0 - 10 No Effect (Always On, No strobe)
(If set in this region, Duration and Pause will not be
considered because they are always on)

27 - 255 11 - 255 50ms  - 5 Sec

LH. #4: Duration Time (Light On Time while
50ms  - 5 Sec

LH. #4: Pause
0 - 26 0 - 10 0, No Pause

27 - 255 11 - 100 50ms  - 5 Sec

16

18

19
0 - 255 0 - 100

20



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 6 : 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
Max. Intensity  for Lamphead 5

0 – 255 0 – 100 0 % (closed) → 100% (open)

22 0 – 255 0 – 100
Color Temp. for Lamphead 5
(2700K~6000K)

LH. #5:  Strobe Frequency
(Light Off Time while activated Strobe)

0 - 26 0 - 10 No Effect (Always On, No strobe)
(If set in this region, Duration and Pause will not be
considered because they are always on)

27 - 255 11 - 255 50ms  - 5 Sec

LH. #5: Duration Time (Light On Time while
50ms  - 5 Sec

LH. #5: Pause
0 - 26 0 - 10 0, No Pause

27 - 255 11 - 100 50ms  - 5 Sec

21

23

24
0 - 255 0 - 100

25



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 6 : 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
Max. Intensity  for Lamphead 6

0 – 255 0 – 100 0 % (closed) → 100% (open)

27 0 – 255 0 – 100
Color Temp. for Lamphead 6
(2700K~6000K)

LH. #6:  Strobe Frequency
(Light Off Time while activated Strobe)

0 - 26 0 - 10 No Effect (Always On, No strobe)
(If set in this region, Duration and Pause will not be
considered because they are always on)

27 - 255 11 - 255 50ms  - 5 Sec

LH. #6: Duration Time (Light On Time while
50ms  - 5 Sec

LH. #6: Pause
0 - 26 0 - 10 0, No Pause

27 - 255 11 - 100 50ms  - 5 Sec

Light Source Strobe Type
0 – 127 0 – 50 LED Type

128 – 255 51 – 100 Traditional lamp type

32 255 100 Sync (Bump to 100% to restart the loop)

33 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

34 ~ 36 Reserved for future use

30

31

0 - 100

26

28

29
0 - 255



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 7 : Professional 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
Max. Intensity  for Lamphead 1

0 – 255 0 – 100 0 % (closed) → 100% (open)

2 0 – 255 0 – 100
Color Temp. for Lamphead 1
(2700K~6000K)

Max. Intensity  for Lamphead 2
0 – 255 0 – 100 0 % (closed) → 100% (open)

4 0 – 255 0 – 100
Color Temp. for Lamphead 2
(2700K~6000K)

Max. Intensity  for Lamphead 3
0 – 255 0 – 100 0 % (closed) → 100% (open)

6 0 – 255 0 – 100
Color Temp. for Lamphead 3
(2700K~6000K)

Max. Intensity  for Lamphead 4
0 – 255 0 – 100 0 % (closed) → 100% (open)

8 0 – 255 0 – 100
Color Temp. for Lamphead 4
(2700K~6000K)

Max. Intensity  for Lamphead 5
0 – 255 0 – 100 0 % (closed) → 100% (open)

10 0 – 255 0 – 100
Color Temp. for Lamphead 5
(2700K~6000K)

Max. Intensity  for Lamphead 6
0 – 255 0 – 100 0 % (closed) → 100% (open)

12 0 – 255 0 – 100
Color Temp. for Lamphead 6
(2700K~6000K)

Light Source Strobe Type
0 – 127 0 – 50 LED Type

128 – 255 51 – 100 Traditional lamp type

14 Control Channel (* Hold 3 sec. to keep setting)

1

3

5

7

13

9

11



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 7 : Professional 8-bit functional setting of Ind. Lamphead Control

DMX Channel Value Percent Function
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

15 ~ 17 Reserved for future use



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 8 : Professional 16 bit resolution of Ind. Lamphead Control

DMX Channel Value Percent Function
1 (Hi) Max. Intensity for Lamphead 1
2 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

3 (Hi) Color Temp. for Lamphead 1
4 (Lo) 0 –65535 0 – 100 (2700K~6000K)

5 (Hi) Max. Intensity for Lamphead 2
6 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

7 (Hi) Color Temp. for Lamphead 2
8 (Lo) 0 –65535 0 – 100 (2700K~6000K)

9 (Hi) Max. Intensity for Lamphead 3
10 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

11 (Hi) Color Temp. for Lamphead 3
12 (Lo) 0 –65535 0 – 100 (2700K~6000K)

13 (Hi) Max. Intensity for Lamphead 4
14 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

15 (Hi) Color Temp. for Lamphead 4
16 (Lo) 0 –65535 0 – 100 (2700K~6000K)

17 (Hi) Max. Intensity for Lamphead 5
18 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

19 (Hi) Color Temp. for Lamphead 5
20 (Lo) 0 –65535 0 – 100 (2700K~6000K)

21 (Hi) Max. Intensity for Lamphead 6
22 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

23 (Hi) Color Temp. for Lamphead 6
24 (Lo) 0 –65535 0 – 100 (2700K~6000K)

25 Light Source Strobe Type
0 – 127 0 – 50 LED Type

128 – 255 51 – 100 Traditional lamp type

26 Control Channel (* Hold 3 sec. to keep setting)



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 8 : Professional 16 bit resolution of Ind. Lamphead Control

DMX Channel Value Percent Function
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

27~29 Reserved for future use



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 9 : Professional 8-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
Master Intensity

0 – 255 0 – 100 0 % (closed) → 100% (open)

2 - 13 0 – 255 0 – 100 Parameter #1 ~ #12

14 Mode Selection
0 - 12 0 - 4 #1 Standard CCT Control

13 - 25 5 - 9 #2 Effect
26 - 38 10 - 14 N/A
39 - 50 15 - 19 N/A
51 - 61 20 - 24 #3 Ind. Pattern

62 - 255 25 - 100 Reserved for future use

15 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

1



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 9 : Professional 8-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
#1 Standard Mode

Master Intensity
0 – 255 0 – 100 0 % (closed) → 100% (open)

2
0 – 255 0 – 100

Color Temp.
(2700K~6000K)

14 0 –12 0 – 4 #1 Standard Control

15 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect

1



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 9 : Professional 8-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
#2 Effect

Master Intensity
0 – 255 0 – 100 0 % (closed) → 100% (open)

2 Effect Selection
0 – 9 0 – 4 No Effect

10 – 19 5 – 7 Campfire
20 – 29 8 – 11 CCT Loop
30 – 39 12 – 15 Explosion
40 – 49 16 – 19 Faulty Bulb
50 – 59 20 – 23 Lightning
60 – 69 24 – 27 Paparazzi
70 – 79 28 – 31 Pulsing
80 – 89 32 – 35 Strobe
90 – 99 36 – 39 Tunnel

100 – 109 40 – 43 TV
110 – 119 44 – 47 Welding
120 – 129 48 – 51 Rotate
130 – 255 52 – 100 Reserved for future use

3 0 – 255 0 – 100 Effect Parameter 1 (Please refer Mode 3 for detail)

4 0 – 255 0 – 100 Effect Parameter 2 (Please refer Mode 3 for detail)

5 0 – 255 0 – 100 Effect Parameter 3 (Please refer Mode 3 for detail)

6 0 – 255 0 – 100 Effect Parameter 4 (Please refer Mode 3 for detail)

7 0 – 255 0 – 100 Effect Parameter 5 (Please refer Mode 3 for detail)

8 0 – 255 0 – 100 Effect Parameter 6 (Please refer Mode 3 for detail)

9 0 – 255 0 – 100 Effect Parameter 7 (Please refer Mode 3 for detail)

14 13 – 25 5 – 9 #2 Effect

1



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 9 : Professional 8-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
15 Control Channel (* Hold 3 sec. to keep setting)

0 - 10 0 – 4 No Effect
11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 9 : Professional 8-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
#3 Ind Pattern

Max. Intensity  for Lamphead 1
0 – 255 0 – 100 0 % (closed) → 100% (open)

2 0 – 255 0 – 100
Color Temp. for Lamphead 1
(2700K~6000K)

Max. Intensity  for Lamphead 2
0 – 255 0 – 100 0 % (closed) → 100% (open)

4 0 – 255 0 – 100
Color Temp. for Lamphead 2
(2700K~6000K)

Max. Intensity  for Lamphead 3
0 – 255 0 – 100 0 % (closed) → 100% (open)

6 0 – 255 0 – 100
Color Temp. for Lamphead 3
(2700K~6000K)

Max. Intensity  for Lamphead 4
0 – 255 0 – 100 0 % (closed) → 100% (open)

8 0 – 255 0 – 100
Color Temp. for Lamphead 4
(2700K~6000K)

Max. Intensity  for Lamphead 5
0 – 255 0 – 100 0 % (closed) → 100% (open)

10 0 – 255 0 – 100
Color Temp. for Lamphead 5
(2700K~6000K)

Max. Intensity  for Lamphead 6
0 – 255 0 – 100 0 % (closed) → 100% (open)

12 0 – 255 0 – 100
Color Temp. for Lamphead 6
(2700K~6000K)

Light Source Strobe Type
0 – 127 0 – 50 LED Type

128 – 255 51 – 100 Traditional lamp type

13

5

3

7

9

11

1



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 9 : Professional 8-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
14 51 – 61 20 – 24 #3 Ind. Pattern

15 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 10 : Professional 16-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
1 (Hi) Master Intensity
2 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

3 - 24 0 – 65535 0 – 100 Color Parameter #1 - 11

25 0 - 255 0 – 100 Color Parameter #12

26 Mode Selection
0 - 12 0 - 4 #1 Standard CCT Control

13 - 25 5 - 9 #2 Effect
26 - 38 10 - 14 N/A
39 - 50 15 - 19 N/A
51 - 61 20 - 24 #3 Ind. Pattern

62 - 255 25 - 100 Reserved for future use

27 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 10 : Professional 16-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
#1 Standard Mode

1 (Hi) Master Intensity
2 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

3 (Hi) Color Temp.
4 (Lo) 0 –65535 0 –65535  (2700K~6000K)

26 Mode Selection
0 - 12 0 - 4 #1 Standard CCT Control

27 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 10 : Professional 16-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
#2 Effect

1 (Hi) Master Intensity
2 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

3 Effect Selection
0 – 9 0 – 4 No Effect

10 – 19 5 – 7 Campfire
20 – 29 8 – 11 CCT Loop
30 – 39 12 – 15 Explosion
40 – 49 16 – 19 Faulty Bulb
50 – 59 20 – 23 Lightning
60 – 69 24 – 27 Paparazzi
70 – 79 28 – 31 Pulsing
80 – 89 32 – 35 Strobe
90 – 99 36 – 39 Tunnel

100 – 109 40 – 43 TV
110 – 119 44 – 47 Welding
120 – 129 48 – 51 Rotate
130 – 255 52 – 100 Reserved for future use

4 Reserved for future use



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 10 : Professional 16-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
5 (Hi) Effect Parameter #1 (Please refer Mode 4 for detail)
6 (Lo) 0 – 65535 0 – 100

7 (Hi) Effect Parameter #2 (Please refer Mode 4 for detail)
8 (Lo) 0 – 65535 0 – 100

9 (Hi) Effect Parameter #3 (Please refer Mode 4 for detail)
10 (Lo) 0 – 65535 0 – 100

11 (Hi) Effect Parameter #4 (Please refer Mode 4 for detail)
12 (Lo) 0 – 65535 0 – 100

13 (Hi) Effect Parameter #5 (Please refer Mode 4 for detail)
14 (Lo) 0 – 65535 0 – 100

15 (Hi) Effect Parameter #6 (Please refer Mode 4 for detail)
16 (Lo) 0 – 65535 0 – 100

17 (Hi) Effect Parameter #7 (Please refer Mode 4 for detail)
18 (Lo) 0 – 65535 0 – 100

26 Mode Selection
13 - 25 5 - 9 #2 Effect

27 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 10 : Professional 16-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
#3 Ind Pattern

1 (Hi) Max. Intensity for Lamphead 1
2 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

3 (Hi) Color Temp. for Lamphead 1
4 (Lo) 0 –65535 0 – 100 (2700K~6000K)

5 (Hi) Max. Intensity for Lamphead 2
6 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

7 (Hi) Color Temp. for Lamphead 2
8 (Lo) 0 –65535 0 – 100 (2700K~6000K)

9 (Hi) Max. Intensity for Lamphead 3
10 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

11 (Hi) Color Temp. for Lamphead 3
12 (Lo) 0 –65535 0 – 100 (2700K~6000K)

13 (Hi) Max. Intensity for Lamphead 4
14 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

15 (Hi) Color Temp. for Lamphead 4
16 (Lo) 0 –65535 0 – 100 (2700K~6000K)

17 (Hi) Max. Intensity for Lamphead 5
18 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

19 (Hi) Color Temp. for Lamphead 5
20 (Lo) 0 –65535 0 – 100 (2700K~6000K)

21 (Hi) Max. Intensity for Lamphead 6
22 (Lo) 0 – 65535 0 – 100 0 % (closed) → 100% (open)

23 (Hi) Color Temp. for Lamphead 6
24 (Lo) 0 –65535 0 – 100 (2700K~6000K)



Filmgear LED Lights DMX Chart for CCT 6 (RND) Pixels V2.0.1+ 

Manufacture ID: 0x4142
Model ID: Helios V2 SP1100B 0x0412

Mode 10 : Professional 16-bit functional setting of Ultimate Control

DMX Channel Value Percent Function
25 Light Source Strobe Type

0 – 127 0 – 50 LED Type
128 – 255 51 – 100 Traditional lamp type

26 Mode Selection
51 - 61 20 - 24 #3 Ind. Pattern

27 Control Channel (* Hold 3 sec. to keep setting)
0 - 10 0 – 4 No Effect

11 - 20 5 – 7 Fixture Setting (Fan Auto, Dimming Linear)
21 - 30 8 – 11 Dimming Setting (Linear)
31 - 40 12 – 15 Dimming Setting (EXP)
41 - 50 16 – 19 Dimming Setting (LOG)
51 - 60 20 – 23 Dimming Setting (S-Curve)
61 - 70 24 – 27 Dimming Setting (TV Curve)
71 - 80 28 – 31 No Effect
81 - 90 32 – 35 Fan Setting (Auto)

91 - 100 36 – 39 Fan Setting (Silent)
101 - 110 40 – 43 Fan Setting (High)
111 - 120 44 – 47 Fan Setting (OFF)
121 - 255 48 – 100 No Effect


