4”!‘0"0/ =
A7Z00c

LAMPHEAD CONTENTS

Lamp Housing with Soft Diffusion Filter
Stirrup with @28mm (1-1/8 in.) Spigot

N
AC Power Cable
DC Power Cable
SPECIFICATIONS
Identity No. LO70AULC3 Control Panel )
Max. Capacity 750W

Input Voltage

110 - 240V AC / 48V DC

Input Current

3.4A @ 220V AC / 15.6A @48V DC

Color Temp. 1800K - 15000K

Color R/G/B/WW/CW color mixing
CRI Average >95

TLCI Average >95

SSID 81

SSIT 87

Dimming Range 0-100%

Control Signal

DMX / Bluetooth / Wireless DMX

Communication

DMX XLR-5, Wireless DMX (Lumenradio),

2m 3m 4m 5m

Bluetooth, USB A

Stirrup w/ @28mm (1-1/8in.) Spigot

Class / IP Rating 1/1P 65

Weight (Lamphead) 9.8 kg

ACCESSORIES

4-leaf Barndoor

Softbox

Soft Eggcrate

Space Light Kit : Hanging Wire + Silk Skirt + Black Skirt
P.O. Stirrup with @28mm (1-1/8 in.) Spigot

Bluetooth Remote Control

MODULAR

4 LIGHTS VERSION

DMY 130

Digital
Motor Yoke
3m Sm 7m om
3200K
Lux 27100 10100 5210 3200
5600K
Lux 31800 11800 6090 3730

5600K Lux 19300 8620 4860 3110
3200K  Lux 16900 7530 4250 2730

DIMENSIONS (mm)

Black
Skirt

¥ Silk Skirt

y  with Target

FILM GEAR INT. reserves the right to change or alter any of the items detailed on this page, to increase or improve manufacturing techniques without prior notice. @ 20251111

Film Gear (International) Ltd. @ Unit A, 3/F, Seapower Industrial Centre, 177 Hoi Bun Road, Kwun Tong, KIn., Hong Kong & (852) 2794 3608 & info@filmgear.net



